
EBTW-200 
DIMENSIONS
4 x 11,5 x 18,1 cm

WEIGHT

Stereo Wireless ENC TWS Earpods with Silicone Eartips
with Alloy Metal Satin Finishing Metal Charging Case 
Low Power Consumption, Latest Generation Chipset
Digital Signal Processor (DSP) Built In for Optimal Audio
Equalization
Frequency Response: 70Hz - 19kHz
Speaker Driver Impedance: 32Ω 
Speaker Driver Diameter: 10mm
Wireless Audio Receiver compatible with Bluetooth V5.3
BT Operating Frequency: 2.4GHz
Microphone Built-In : For Handsfree Phone Calls
TWS (TRUE WIRELESS STEREO): Auto-synchronized
STEREO Earpods 
Earpod Battery: 3.7v 25mAh Lithium Polymer 
Music Playing Time: 4 Hours
Charging Case Battery: 3.7v 300mAh Lithium Polymer 
Charging Port: USB Type-C 5V DC input
 Accessories: 3 sets SILICONE EARTIPS (S/M/L)
Product weight: 0.06 kgs

FEATURES

LOGISTIC INFO
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EBTW-200: STEREO WIRELESS ENC TWS EARPODS, SILICONE EARTIPS 
WITH ALLOY METAL CASE SATIN FINISHING AND USB-C CHARGING
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SKU

EAN INNER BOX
-8435256810813 325 g

MASTER BOX




